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MI40-0137 



PART ENTERS FIELD 
AND RESETS 
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100 



^7 



FOR 



SET SLOT NUMBER TO '0' 
TURN MODULATION OFF 



105 




LATCH RANDOM NUMBER 
AS NEW SLOT NUMBER; 
TURN OFF RND 
NUMBER GENERATOR 



180 

.J 



YES 



DECREMENT RND 
LATCH SLOT 
NUMBER, WAIT FOR 
LOSS OF CARRIER 



TURN ON RND 
NUMBER NUMBER 
GENERATOR UNTIL 

NEXT LOSS OF 
CARRIER 



125 



WAIT 4 BIT 
PERIODS BEFORE 
MODULATING DATA 
TO INTERROGATOR 



130 



1 

NO 



WAIT 4 
BIT PERIODS? 



140 




YES N=1 



SET THE FULL TRANSMIT FLAG. 



YES, 
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200 POWER UP} 

| 205 
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TURN ON CARRIER 



LOOK FOR TRANSPONDER(S) 



JE 



210 



220 




LEAVE ON CARRIER UNTIL COLLISION OR ERROR 



,,N=1 



READ BIT N; LOOK FOR SYNC WORD 



225 



230 



245 




240 



READ BIT N GET DATA AND CRC 




COMPUTE CRC AND TEST 



270 

J_ 



SUPRESS CARRIER 




280 



275 



YES 



SUPRESS CARRIER 



285 



TURN ON CARRIER 




SUPRESS CARRIER 



XL 




300 



295 



YES 



SUPRESS CARRIER 



J 



TURN ON CARRIER 



± 
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PROCESS 
TRANSPONDER CODE 
d 
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